
Hit Parade #31-3H Pilot Hole
Depth Shift Pairs

Total Core Gamma - Run w/Core in Tubes

CORE SCHLUMBERGER 
or THRUBIT GR Core to Log Shift

51
48

4230.0 4233.0 3.0
4237.0 4240.0 3.0
4241.0 4245.0 4.0
4244.0 4250.0 6.0
4260.0 4266.0 6.0
4269.0 4275.0 6.0
4275.0 4281.5 6.5
4280.0 4286.5 6.5
4286.0 4293.0 7.0
4294.5 4300.5 6.0
4299.0 4306.0 7.0
4301.0 4308.0 7.0
4305.5 4312.0 6.5
4307.0 4314.0 7.0
4312.0 4318.0 6.0
4324.0 4330.0 6.0
4401.0 4409.0 8.0
4414.0 4422.0 8.0
4428.0 4435.0 7.0
4430.0 4437.0 7.0
4456.0 4464.5 8.5
4459.5 4468.0 8.5
4465.5 4474.0 8.5
4479.0 4487.0 8.0
4494.0 4499.0 5.0
4496.0 4501.0 5.0
4506.0 4512.0 6.0
4515.5 4521.0 5.5
4524.5 4530.5 6.0
4526.0 4532.5 6.5
4530.0 4535.5 5.5
4536.0 4540.5 4.5
4538.0 4542.0 4.0
4541.0 4542.5 1.5
4543.5 4544.5 1.0
4554.0 4556.0 2.0
4558.0 4560.0 2.0
4562.5 4566.0 3.5
4579.0 4582.5 3.5
4583.0 4591.0 8.0
4586.0 4593.5 7.5
4591.0 4598.5 7.5
4602.0 4610.0 8.0
4609.0 4618.5 9.5
4611.0 4621.0 10.0
4615.0 4626.5 11.5
4618.0 4629.5 11.5

Note:  This depth shift is for the Total Core 
Gamma, which was run with core still in the 
aluminum tubes.  

Once the core was extruded, the depth 
marks were posted for continuous core 
regardless of gaps in the tubes.  The 
Spectral Core Gamma was run post-
Extrusion & Post-Marking


	HitParadeDepthShift CORE-GAMMA-

